
 

DW850/865/880CL 
Soft Serve Freezer  
Floor Standing Twin Twist with Touch Screen Operation 
 

Features  
Offer all popular soft serve from low or non-fat ice creams to custard, frozen  
yogurt, and sorbet. Offers two separate flavors and an equal combination of 
both in a twist. Electric current control for optimal texture and taste. Tempera-
ture and current dual regulation plus fast refrigeration and hopper cooling 
powered by one compressor, first dispensing within ten minutes. 
 

Freezing Cylinder  
DW850/865CL Two, 2.1 quart (2 liter) 
DW880CL Two 3.4 quart (3.2 liter) 
 

Mix Hopper  
Two, 12.7 quart (12 liter). Hopper cooling feature is able to keep temperature 
of the mix at or below 41ºF (5ºC), powered by two separate compressors, one 
for each hopper independently. 
 

Multiple Alarm Warnings 
The user will get alerted by key alarm signals such as low mix, high refrigerant 
pressure and low cylinder temperature warnings so as to react timely and 
accordingly; without proper reaction, the machine may shut down itself for 
protection if configured so. 
 

Touch Screen Operation (Siemens) 

The fast-responding, user-friendly touch screen allows users to monitor ice 
cream-making progress and status of key operating data and components, to 
get alerted for key alarm warnings, and to modify parameters such as viscosi-
ty levels and temperature recalibration as if the users were using a smart 
phone or tablet computer. 
 

PLC Control Module (Siemens) 

The highly reputable, state-of-the-art Siemens PLC (Programmable Logic 
Control) module provides an extremely durable, dependable and consistent 
operating system for the machine to run exactly as configured, with minimum 
downtime predicted. . 
 

Production Capacity 
DW850CL 55 quarts/hour (50 liters/hour) and higher 
DW865CL 70 quarts/hour (65 liters/hour) and higher 
DW880CL 88 quarts/hour (80 liters/hour) and higher 
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DW850/865/880CL  

Model DW850CL   DW865CL   DW880CL   

Weight lbs. kg. lbs. kg. lbs. kg. 

Net 470 214 480 218 500 227 

Packaged 650 295 660 300 680 309 

       Dimensions in. mm. 

Width 21.3 540 

Depth 32.7 830 

Height 57.9 1,469 

Electrical Maximum 

Fuze Size 

Minimum 

Ampacity 

Poles(P) 

Wires(W) 

120/60/1

(DW850CL 

only) 

35 30 2P 3W 

208-230/60/1 35 30 2P 3W 

220-240/50/1 35 30 2P 3W 

These specifications are subject to change without 

notice as further research and development efforts 

continuously improve the model. 
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Specifications  
 
Electrical  
One dedicated electrical connection is required. Check with local  
electrician for cord and receptacle specifications if 50 Hz Equip-
ment is desired. 
 
Beater Motor  
Two 1 HP 
 
Refrigeration System 
Two, 3,700(DW850CL), 6,400(DW865CL), 8,000(DW880CL) BTU/
hr compressor (nominal rating). R404a. 
Two, 430 BTU/hr compressor (nominal rating) for hopper cooling, 
R134a. 
(Actual BTUs will vary based on application.)  
 
Air Cooled  
Minimum Clearance: 6” (152 mm) on left, right, and rear.  
Minimum air clearances must be met to assure adequate air 
flow for optimum    
 
Options  
 Cone Dispenser 
 Air Pump 
 Hopper Agitation 


